


 

   

Anerkennungen: 

PÜZ-Stelle nach LBO: HES06 

Europäische Kommission - Notified Body: 2873 

Akkreditiert nach DIN EN ISO 17065  

Die Akkreditierung umfasst die in der Akkreditierungsurkunde  

aufgeführten Prüfbereiche und Prüfverfahren.  

Die in diesem Bericht mitgeteilten Ergebnisse und Ausführungen beziehen sich ausschließlich auf den Gegenstand der Inspektion. Die auszugsweise Wiedergabe dieses Berichtes oder 

seine Verwendung für Werbezwecke bedarf der schriftlichen Genehmigung durch das Institut für Stahlbau und Werkstoffmechanik der TU Darmstadt. 

Institut für Stahlbau und  

Werkstoffmechanik 

 

TU Darmstadt, 

Institut für Stahlbau und Werkstoffmechanik 

Franziska-Braun-Str. 3, 64287 Darmstadt 

Tel: 06151-1622401 
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1. Ausfertigung (Copy) 

Auftraggeber: 

(Client) 

baumhueter extrusion GmbH, Lümernweg 186  

33378 Rheda Wiedenbrück  

Auftrag vom: 

(Order dated) 

30.10.2020 Bestell-Nr. oder Zeichen: 

(Order number or reference) 

 

Auftrag über: 

(Order for) 

Polymerfasern - Fremdüberwachung für das Jahr 2021 

Polymer fibers – supervision audit for the year 2021 

 

Herstellwerk: 

(Production plant) 

baumhueter extrusion GmbH 

Lümernweg 186  

D-33378 Rheda Wiedenbrück  

Vertrag: 

(contract) 

Nr. (no.) 451/10.2020  

Datum der letzten Inspektion: 

(Date of last inspection) 

29.10.2020 

Datum der Inspektion: 

(Date of inspection) 

02.11.2021 

Umfang der Inspektion: 

(Scope of inspection) 

siehe Abschnitt 2 (see clause 2) Durchführung der Inspektion (Performance of 

inspection) 

Ausfertigungen / Verteiler: 

(Copies) 
1. Auftraggeber (Client) 

2. Zertifizierungsstelle TU Darmstadt, IFSW  

    (certification body TU Darmstadt, IFSW) 
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Bilder (Figures):  -- 

Anlagen (Attachments): 1 

Berichtsdatum: 

(Date of report) 

18.11.2021     

   

  

  





Statement of Performance
Ref. no.: 131
Englisch / English

Microfibres as monofilaments in class Ia (DIN EN ISO 14889-2) with the trade names / product code no:

1) Trade names                              (2) Product code no.

  
  PB EUROFIBER REF 502  18/2    (1)   F-C714
  PB EUROFIBER REF 503  20/3    (1)   F-0784
  PB EUROFIBER REF 505  18/5    (1)   F-0570/F-5700
  PB EUROFIBER REF 506  18/6    (1)              F-0783
  PB EUROFIBER REF 506  20/6    (1)            F-0782/F-7820/F-704 C
  PB EUROFIBER REF 512  20/12  (1)              F-0781
  PB EUROFIBER REF 520  20/18  (1)            F-0780/F-7800
  PB EUROFIBER MF 1217  15/12  (1)            F-2190 
  PB EUROFIBER PRO-MIX 32/2   identical to  PB EUROFIBER AUSTROFASER 32/2    (2)        F-2066
  PB EUROFIBER PRO-MIX 32/6   identical to  PB EUROFIBER AUSTROFASER 32/6    (2)        F-2069
  PB EUROFIBER PRO-MIX 32/12 identical to  PB EUROFIBER AUSTROFASER 32/12  (2)        F-2067
  PB EUROFIBER PRO-MIX 32/18 identical to  PB EUROFIBER AUSTROFASER 32/18  (2)        F-2068
  PB EUROFIBER HPR 15/6  (1)                          F-1763 HPR
  PB EUROFIBER HPR 20/6  (1)                           F-0782 HPR/F-7820 HPR
  PB EUROFIBER HPR 32/6  (2)                                                                                                            F-2069 HPR 

 (3) For weight-bearing purposes in concrete, mortar and grout

 

 (4) baumhueter extrusion GmbH 
      Lümernweg 186 
      33378 Rheda-Wiedenbrück   
      Germany

 (6) System 1

 (7) The notified office, IFSW Darmstadt 2873, an institute belonging to the Technical University of Darmstadt, 
      has performed the initial inspection of the factory and the internal factory production control as well as the 
      ongoing monitoring, assessment and evaluation of the internal factory production control according to System 1.
       
       Certificate of conformity for internal factory production control: IFSW 2873

 (8) Not relevant
 (9) Declared performance:

Basic features of
microfibres

Performance Harmonised technical specification

Polymer type PP Polypropylene DIN EN ISO 14889-2

Length 2 - 20 mm DIN EN ISO 14889-2

Diameter
15 - 32 µm
1.7 – 7.2 dtex

DIN EN ISO 14889-2

Form Round DIN EN ISO 14889-2

Tensile strength (1)
Tensile strength (2)

> 270 N/mm² (3 cN/dtex)
> 130 N/mm² (1,5 cN/dtex)

DIN EN ISO 14889-2
DIN EN ISO 14889-2

Elasticity module (1)
Elasticity module (2)

> 500 N/mm²
> 500 N/mm²

DIN EN ISO 14889-2
DIN EN ISO 14889-2

Vebe time
Dependant on dosing and fibre 
diameter (on request)

DIN EN ISO 14889-2

(10) The perfomance of the products according to numbers 1 and 2 corresponds with the declared performance according to
       number 9. The manufacturer according to number 4 is solely responsible for preparing this statement of performance.

       Signed for the manufacturer and on behalf of the manufacturer by:

       Peter H. Baumhüter, management board              

      Rheda-Wiedenbrück, 04.01.2022  Rev. 12 / 012022     _____________________________                            www.baumhueter.de


